
 

 

 

 

 



 

 

 

 



 

 

 

 



 

 



 



 

1. Treatment of asphalt joints with drainage gutters attached to the curb with a grinding mechanism 
and subsequent filling with hot bitumen mastic 500 g. 

 

 

 

 



 



 



 

 



 



 



 



 

 



2. Filling the sidewalks joining the sidewalk with a sand-cement mixture. 

 



 



 

 

 



 

 

 

 



3. Removing the damaged asphalt cover of the parking lot near the office and laying new 
asphalt. 60 m2. 

 
 
 
 
 
 
 
 



 
 



4. Filling the concrete places of parking metal barriers with a grinding mechanism; Filling the 
sidewalks joining the sidewalk with a sand-cement mixture. 

 
 



 
 



 
 

5. Removing the damaged asphalt pavement of the footpath and laying the pavement with new 
sand asphalt. 15 m2. 

 



 

 

 

 

 

 

 

 

 

 

 



 

6. Arrangement of concrete slabs at the entrances of the entrances 20 m2 

 

 





 

 

 

 

 



 

 

 

 

 

 

 

 



Annex 2 

Defects of the Works II 

Restoration of damaged sections of the Academy parking lot 

1. Align the drain grille and fill the ends with a sand-cement solution. 
 

  



 

 

 



 

 

 

 

 

 

 



2. Processing of asphalt joints with grinding mechanism and subsequent filling with hot 
bitumen mastic 100 gm. 

 
 
 
 
 
 
 



 

 



3. Align the drain hole hatch at the mark. 

 


