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განმარატებითი ბარათი 

პროექტირების მიზაზნი: 

პროექტირების საგანს წარმოადგენს ქალაქ თბილისში, ბერი გაბრიელ სალოსის ქუჩა #191 (ს/კ: 01.19.35.007.081) მდებარე შენობის ძალოვანი და შიდა ელ. 

მომარაგების ქსელის პროექტირება. 

პროექტირების წყარო: 

1. შენობის ელ. მომარაგების ქსელის პროექტი შემუშავებულია ობიექტის საერთო არქიტექტურულ-სამშენებლო ნაწილზე დაყრდნობით. 

2. შიდა ელ ქსელის გაანგარიშება და ნახაზების დამუშავება განხორციელებულია სადღეისოდ მოქმედი bch59-88 საზოგადოებრივი შენობა-ნაგებობების 

მშენებლობის ელექტრო მოწყობილობების პროექტირების ნორმების შესაბამისად. 

3. პროექტში გამოყენებულია სტანდარტული აღრიცხვის კვანძები. 

შენობაში წარმოდგენილია: 

1. ერთდონიანი სასაწყობე ფართი. 

2. საოფისე ფართები. 

ქსელის პროექტირება განხორციელებულია 4 მიმართულებით: 

1. 04.კვ შიდა ძალოვანი ქსელის პროექტირება და მშენებლობა. 

2. ერთფაზა (220ვ ძაბვა) ქსელის პროექტირება და მშენებლობა. 

3. 3-ფაზა (380/220ვ ძაბვა) ქსელის პროექტირება და მშენებლობა. 

4. გარე ელექტრო მომარაგების ქსელის პროექტირება და მშენებლობა. 

საჭირო ღონისძიებები: 

1. 0.4კვ შიდა ძალოვანი ქსელის პროექტირება და მშენებლობა. 

დამონტაჟდეს შენობასთან ძალოვანი გამანაწილებელი ფარები: 

ძ.გ.ფ. სამონტაჟო შინა 200ა, 1 გამომყვანით (0.4კვ) მცველებით. 

2. 220ვ მომხმარებლების ქსელის პროექტირება და მონტაჟი: 

დატვირთვის და დანიშნულების გათვალისწინებით, შეირჩეს შესაბამისი კვეთის კაბელი შესაბამისი სპეციფიკაციით. 

კაბელი გატარდეს კედელზე ან/და ჭერზე და კედელზე ჩამოსვლისას გატარდეს გოფრირებულ მილში. 

დამიწების მოწყობა: 

ობიექტის დამიწებისათვის გამოიყენება TN-S დამიწების სისტემა. ელექტრო მომხმარებლებთან გათვალისწინებული არის დამატებითი დამოუკიდებელი დამიწების კონტური 

(PE). ძალოვანი სადენის შემთხვევაში PE სადენი გამოყენებული უნდა იქნეს როგორც მეხუთე სადენი მუშა ნეიტრალისგან (N) განსხვავებით. PE სადენი გაერთიანებული და 

დაკავშირებული უნდა იყოს ყველა გამანაწილებელ ფართან. აქვე უნდა აღინიშნოს, რომ მუშა ნეიტრალი (N)  და დამიწება (PE) მიზანშეწონილი არის გაერთიანდეს ერთ შემკრებ 

კონტურად ყველა გამანაწილებელ ფარში. ასევე ეზოს მიმდებარე ტერიტორიაზე უნდა მოეწყოს დამიწების კონტური, რომელიც მოიცავს 6 დამიწების ღეროს, რომლის წინაღობა 

არ უნდა აღემატებოდეს 4 ომს. წინააღმდეგ შემთხვევაში უნდა გაიზარდოს დამიწების ღეროების რაოდენობა. დამიწების სისტემის სტრუქტურული ნახაზი ნაჩვენებია ნახაზზე. 

 

ობიექტის კატეგორიიდან გამომდინარე ელექტრო მომარაგება უნდა განხორციელდეს ერთი დამოუკიდებელი ელექტრო მომარაგების კვების წყაროდან : 
ს.ს. „თელასი“-ს კვების წყარო (ქ.კ.ს.ქ.) 
 

 

სამონტაჟო სამუშაოების შესრულებისას დაცული იქნას უსაფრთხოების წესები და ე.მ.წ-ს შესაბამისი პუნქტები. 
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Project Name:  
Country: China 
City: GUANGZHOU 

Version: MSSP[3.0006/] 1 

MSSP Report 

1.Project Information 

Date 2022-2-10 

Project Name  

Project address  

Country China 

State  

City GUANGZHOU 

Client name  

Client address  

Designed by  

Reference  

Revision  

Altitude 8.00(m) 

Indoor DB temperature in cooling °C 26 

Indoor WB temperature in cooling °C 19 

Outdoor DB temperature in cooling °C 34.4 

Outdoor WB temperature in cooling °C 27.4 

Indoor DB temperature in heating °C 21 

Indoor WB temperature in heating °C 14 

Outdoor DB temperature in heating °C 7.6 

Outdoor WB temperature in heating °C 6.9 

2.Overall Material List 

2.1 Equipment List 

Model Qty Description 

MV6-500WV2GN1 1 V6 VRF (380-415V) 

MI2-80T2DHN1 6 Medium Static Pressure Duct 

FQZHN-01D 1 Branch joint 

FQZHN-02D 2 Branch joint 

FQZHN-03D 2 Branch joint 

CCM-180A/WS(A) 1.0 
2nd generation centralized 

controller 
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WDC-120G/WK(A) 1.0 2nd generation group controller 

2.2 Field Providing List 

2.2.1 Refrigerant Piping Materials 

Model Quantity Unit Description 

Ф9.53 51.0 m Copper pipe 

Ф12.7 3.0 m Copper pipe 

Ф15.9 62.0 m Copper pipe 

Ф22.2 6.0 m Copper pipe 

Ф28.6 20.0 m Copper pipe 

Insulation casing for 

piping 
All refrigerant piping and branch joints should be completely insulated. 

Recommended insulation casing thickness 

Piping size 
Thickness 

Humidity < 80%RH Humidity ≥ 80%RH 

Φ6.35~Φ38.1mm ≥15mm ≥20mm 

Φ41.3~Φ38.1mm ≥20mm ≥25mm 

2.2.2 Refrigerant charge 

System name Model Quantity Unit Description 

System1 R410A 7.66 kg 
Extra Refrigerant 

Added 

2.2.3 Electrical cables 

Type Size Length 

Power supply cable Select based on MCA of each unit According to the actual system design 

Communication cable 0.75mm2 3-core shielded According to the actual system design 

3 Overall Electrical Characteristics 

Model Quantity Power supply MCA(A) MFA(A) 

MV6-500WV2GN1 1 
380-415V-3ph-

50/60Hz 
40.80 50 

MI2-80T2DHN1 6 220-240V-50/60Hz 1.30 15 
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Notes 

1.MCA: Minimum Circuit Amps. MCA is used to select wire size. The value in above table is for one unit. 

2.MFA: Maximum Fuse Amps. MFA is used to select overcurrent circuit breakers and residual-current circuit 

breakers. The value in above table is for one unit. 
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4. System1 

4.1 BOM List (System1) 

Model Quantity Unit Description 

MV6-500WV2GN1 1  V6 VRF (380-415V) 

MI2-80T2DHN1 6  Medium Static Pressure Duct 

FQZHN-01D 1  Branch joint 

FQZHN-02D 2  Branch joint 

FQZHN-03D 2  Branch joint 

WDC-120G/WK(A) 1  2nd generation group controller 

R410A 7.66 kg Extra Refrigerant Added 

Ф9.53 51 m Copper pipe 

Ф12.7 3 m Copper pipe 

Ф15.9 62 m Copper pipe 

Ф22.2 6 m Copper pipe 

Ф28.6 20 m Copper pipe 

4.2 Indoor Unit Details (System1) 

4.2.1 Indoor Unit Details Table 

IDU Name Model 
Weight 

(kg) 

Dimension(WxHxD) 

(mm) 
Power supply 

MCA 

(A) 

MFA 

(A) 

IDU1 
MI2-

80T2DHN1 
37 1230*270*775 220-240V-50/60Hz 1.3 15 

IDU2 
MI2-

80T2DHN1 
37 1230*270*775 220-240V-50/60Hz 1.3 15 

IDU3 
MI2-

80T2DHN1 
37 1230*270*775 220-240V-50/60Hz 1.3 15 

IDU4 
MI2-

80T2DHN1 
37 1230*270*775 220-240V-50/60Hz 1.3 15 

IDU5 
MI2-

80T2DHN1 
37 1230*270*775 220-240V-50/60Hz 1.3 15 

IDU6 
MI2-

80T2DHN1 
37 1230*270*775 220-240V-50/60Hz 1.3 15 

 

IDU Model Tmp-C RTC ATC RSC ASC PI-C Tmp-H RHC AHC PI-H 
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Name (°C) (kW) (kW) (kW) (kW) (W) (°C) (kW) (kW) (W) 

IDU1 

MI2-

80T2D

HN1 

26.0/1

9.0 
 8  6.5 110 21.0  7.9 110 

IDU2 

MI2-

80T2D

HN1 

26.0/1

9.0 
 7.97  6.48 110 21.0  7.9 110 

IDU3 

MI2-

80T2D

HN1 

26.0/1

9.0 
 7.94  6.45 110 21.0  7.9 110 

IDU4 

MI2-

80T2D

HN1 

26.0/1

9.0 
 7.97  6.48 110 21.0  7.9 110 

IDU5 

MI2-

80T2D

HN1 

26.0/1

9.0 
 7.78  6.32 110 21.0  7.9 110 

IDU6 

MI2-

80T2D

HN1 

26.0/1

9.0 
 7.82  6.36 110 21.0  7.9 110 

 

IDU Name Model 
Airflow 

(m^3/h) 

Sound-Pr 

(dB(A)) 

ESP 

(Pa) 

IDU1 MI2-80T2DHN1 1260[SSH] 37[SSH] 20(10~100) 

IDU2 MI2-80T2DHN1 1260[SSH] 37[SSH] 20(10~100) 

IDU3 MI2-80T2DHN1 1260[SSH] 37[SSH] 20(10~100) 

IDU4 MI2-80T2DHN1 1260[SSH] 37[SSH] 20(10~100) 

IDU5 MI2-80T2DHN1 1260[SSH] 37[SSH] 20(10~100) 

IDU6 MI2-80T2DHN1 1260[SSH] 37[SSH] 20(10~100) 

 

IDU Name Model 
Piping Length to 1st Y Joint 

(m) 

IDU1 MI2-80T2DHN1 4.00 

IDU2 MI2-80T2DHN1 15.50 

IDU3 MI2-80T2DHN1 18.50 

IDU4 MI2-80T2DHN1 16.50 

IDU5 MI2-80T2DHN1 32.00 

IDU6 MI2-80T2DHN1 29.00 

 

4.2.2 Table of Abbreviations 

Abbreviation code Description 
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Tmp-C 
Indoor temperature in cooling (Dry bulb temp. / Wet 

bulb temp. / RH) 

RTC Required total cooling capacity 

ATC Available total cooling capacity 

RSC Required sensible cooling capacity 

ASC Available sensible cooling capacity 

Tmp-H Indoor temperature in heating (Dry bulb temp.) 

RHC Required heating capacity 

AHC Available heating capacity 

Tdis-H Indoor unit discharge air temperature in heating 

Airflow Indoor unit airflow (High/Medium/Low) 

ESP External static pressure 

Sound-Pr Sound pressure level (High/Medium/Low) 

Sound-Po Sound power level (High/Medium/Low) 

MCA Minimum Circuit Amps 

MFA Maximum Fuse Amps 

PI-C Power input in cooling 

PI-H Power input in heating 

Power supply Power supply 

Dimension(WxHxD) Net Dimension (WxHxD) mm 

Weight Weight 

4.3 Outdoor Unit Details (System1) 

4.3.1 Outdoor Unit Details Table 

Model MV6-500WV2GN1 

Module  MV6-500WV2GN1 

Tmp-C °C 34.4 

RTC kW  

ATC kW 47.99 

PI-C kW 11.09 

EER  4.33 

Tmp-H °C/°C 7.6/6.9 

RHC kW  

AHC kW 47.39 

PI-H kW 9.53 

COP  4.97 

CR  96.0 

Airflow m^3/h 17000 

Sound-Pr  62 
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Sound-Po   

Bas-Refr kg 17.00 

Ex-Refr kg 7.66 

TCO2 eq.  51.48 

MCA A 40.8 

MFA A 50 

Power supply V/ph/Hz 380-415V-3ph-50/60Hz 

Dimension(WxHxD) mm 1340*1635*825 

Weight kg 348 

4.3.2 Table of Abbreviations 

Abbreviation code Description 

Tmp-C Outdoor conditions in cooling (Dry bulb temp.) 

RTC Required cooling capacity 

ATC Available cooling capacity 

PI-C Power input in cooling 

EER EER 

Tmp-H 
Indoor conditions in heating (Dry bulb temp. / Wet 

bulb temp. / RH) 

RHC Required heating capacity 

AHC Available heating capacity 

PI-H Power input in heating 

COP COP 

CR Combination ratio 

Airflow Outdoor unit airflow 

Sound-Pr Sound pressure level 

Sound-Po Sound power level 

Bas-Refr Standard factory refrigerant charge 

Ex-Refr Extra refrigerant charge 

TCO2 eq. Tonnes of CO2 equivalent 

MCA Minimum Circuit Amps 

MFA Maximum Fuse Amps 

Power supply Power supply 

Dimension(WxHxD) Net Dimension (WxHxD) mm 

Weight Weight 
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4.4 Piping Limitations (System1) 

4.4.1 Piping Limitations 

Item Capability Actual Value 

Total piping length 1000.00(m) 106.50(m) 

Longest actual length 175.00(m) 43.00(m) 

Longest equivalent length 200.00(m) 53.00(m) 

Longest equivalent length after first branch 90.00(m) 32.00(m) 

Indoor unit to nearest branch length 40.00(m) 9.00(m) 

Length difference between longest and shortest distance to indoor units 40.00(m) 28.00(m) 

Height difference between indoor and outdoor unit(ODU up) 90.00(m) 0.00(m) 

Height difference between indoor and outdoor unit(ODU down) 110.00(m) 0.00(m) 

Height difference between indoor units 30.00(m) 0.00(m) 

Combination ratio 50-130% 96.00% 

IDU quantity 29 6 

4.4.2 Correction Factors 

Item Correction factor 

Altitude (indoor unit) 1.000 

Altitude (outdoor unit) 1.000 

Piping (cooling) 0.971 

Piping (heating) 0.990 

Defrost (heating) 1.000 

4.4.3 Piping Details Table 

No. 
Length 

(m) 
Piping diameter 

(1) 17.00 Ф28.6/Ф15.9 

(2) 3.00 Ф15.9/Ф9.53 

(3) 3.00 Ф28.6/Ф12.7 

(4) 9.00 Ф15.9/Ф9.53 

(5) 3.00 Ф22.2/Ф9.53 

(6) 8.00 Ф15.9/Ф9.53 

(7) 3.00 Ф22.2/Ф9.53 

(8) 3.00 Ф15.9/Ф9.53 

(9) 9.00 Ф15.9/Ф9.53 

(10) 8.00 Ф15.9/Ф9.53 
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(11) 5.00 Ф15.9/Ф9.53 

4.4.4 Branch Joints Details Table 

No. 
Load 

(kW) 
Model 

(1) 48 FQZHN-03D 

(2) 40 FQZHN-03D 

(3) 32 FQZHN-02D 

(4) 24 FQZHN-02D 

(5) 16 FQZHN-01D 

4.4.5 Bends Detailed Table 

Quantity 
Equivalent length 

(m) 

30 15.0 
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4.5 Piping Diagrams (System1) 
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4.6 Wiring Diagrams (System1) 
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5.Centralized Control Solution 

5.1 Centralized Controller List 

Model Quantity Description 

CCM-180A/WS(A) 1.0 
2nd generation centralized 

controller 

The centralized control system of this project is full output regardless of whether the system is selected. 

5.2 Control Solution (Group1) 

5.2.1 Details 

Controller model Port no. System 

CCM-180A/WS(A) 

 

2nd generation centralized 

controller 

1 
System1 

Address: 

5.2.2 Wiring Diagrams 
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წყალმომარაგება-წყალარინება პროექტი
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განმარტებითი ბარათი 

 წყალსადენ-წყალარინების პროექტს საფუძვლად დაედო საწყობის არქიტექტურული პროექტი. წინამდებარე პროექტი 

მდებარეობს: ქ.თბილისი, ბერი გაბრიელ სალოსის ქუჩა N191, ს/კ:01.19.35.007.081 

 საპროექტო შენობას გააჩნია მიწისზედა ორი სართილი,  შენობაში  განთავსებულია დამხმარე სათავსოები, საოფისე 

,საპირფარეშოები და სხვა. 

წყალმომარაგება 

შენობის უზრუნველყოფა სასმელი წყლით მოხდება შენობის ქალაქის მთავარი ქსელიდან და შენობას მიეწოდება დ40 იანი მილით, 

შენობის ტერიტორიაზე განთავსდება ჭა სადაც მოეწყობა სასმელი წყლის მრიცხველის კვანძი პროექტის მიხედვით. 

შენობაში  განთავსებულია საოფისე ფართები რომელთა თანამშრომლების მაქსიმალური რაოდენობაა 65 (U). სანიტარული 

ხელსაწყოების კი 21 (N)  

საოფისე ნაწილისთვის:  

 

P = qhr* U/q0*3600*N 

P =  4 x 65 /(0.14 x 3600X21) =0.024  

NP =  21 x 0.024=0.504 → α =0.7 

qс  =5X0.14X0.7=0.49 ლ/წმ 

წყლის საერთო საათიანი რაოდენობა 

Phr=3600*0.049*0.14/65=0.38 

NPm=21*0.38=7,98→ α =3.524 

Qhr=0.005*65*3.524=1.15  მ3/სთ 

 

წყლის საერთო დღე-ღამური რაოდენობა 

 

Qtot=(16*65)/1000=1.04 მ3/დღე 

 

d=((4000*0,49)/(3.14*0.65))^1/2=40მმ 

 

 

 

შერჩეული  მილის დიამეტრი 40მმ 

 

 



სანიაღვრე კანალიზაციის სისტემა 

შენობისთვსი პროექტში ასევე გათვალისწინებულია როგორც შიდა ასევე გარე საკანალიზაციო სისტემის მოწყობა. შენობაში 

არსებული ყველა სველი წერტილის კანალიზაცია გადის შენობიდან და იკრიბება ძირითად მილში, რომლის საშუალებითაც ხდება 

შეგროვებული კანალიზაციის ტერიტორიიდან გატანა და საპროექტო გარე წყალარინების ქსელზე დაერთება. 

ტერიტორიაზე შენობიდან გამოსული კანალიზაცია იკრიბება და ტერიტორიიდან მისი მოშორება ხდება d110 მილით. 

კანალიზაციის მილების დიამეტრის შერჩევა მოხდა შემდეგი ცხრილებიდან გამომდინარე: 
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შენიშვნა:

H* - ჭის სიმაღლე შესაძლოა შეირჩეს საპროექტო სიღრმის მიხედვით სხვადასხვა ადგილებზე.
სიღრმის ნახვა შესაძლებელია გრძივ პროფილებზე

ჭის რგოლი უნდა დაიფაროს ბიტუმის ტიპის ჰიდრო-იზოლაციის 2 ფენით , როგორც შიგნიდან ასევე გარედან.

ჭის რკინა-ბეტონის ნაწილები უნდა ჩამოისხას ც35/45 კლასის სულფატმედეგი ბეტონისგან.

1.5 მეტრზე ღრმა ჭები უნდა მოიცავდეს დ=16მმ-იანი აIII(ა400) კლასის არმატურისგან შემდგარ კიბეს.

ხვრელები მილის დაერთებისთვის ბეტონის ჭის რგოლში უნდა გაიბურღოს ბრილიანტის ბურღით და დაერთება უნდა ამოივსოს რეზინის შუასადებებით.
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თბილისი 2022 წ ფორმატი a3

პროფილი

ობიექტის მისამართი:

1:100

დირექტორი

მასშტაბი:

თანამდედობა

თარიღი:

არქიტექტორი

ფურცელი:

დაამუშავა

საინჟინრო ნაწილი

10.02.2022

წყალმომარაგება-წყალარინება

ხელმოწერაგვარი

საპროექტო ობიექტი

ინჟინერი დ.თოფურია
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დამკვეთი

შ.პ.ს  "JETEX Solutions"
ს/კ  405462627

მის: ქ.თბილისი, ლვოვის ქუჩა  N66
ტელ: (+032) 2 83-48-88

ელ.ფოსტა INFOJETEX2018@gmail.com
 WWW.JETEX.GE

საწყობი

ქ. თბილისი, ბერი გაბრიელ სალოსის ქუჩა
N191

ს/კ: 01.19.35.00.081
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